
Applications

• high speed switching

• high voltage switching

Absolute Maximum Ratings (Ta = 25 OC)

Characteristics at Ta = 25 OC 
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Parameter Symbol Min. Max. Unit 

Forward Voltage 
at IF = 100 mA 
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at IF = IR = 30 mA, RL = 100 Ω, irr = 0.1 IR 
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Total Capacitance 
at VR = 0 V, f = 1 MHz 
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Parameter Symbol Value Unit 

Repetitive Peak Reverse Voltage VRRM 250 V 

Reverse Voltage VR 250 V 

Continuous Forward Current IF 225 mA 

Repetitive Peak Forward Current IFRM 625 mA 

Non-Repetitive Peak Forward Current (1 µs) IFSM 4 A 

Power Dissipation Ptot 250 mW 

Junction Temperature TJ 150 OC 

Storage Temperature Range Tstg - 65 to + 150 OC 
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Marking Code: "a " 

  SOD-523  
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Cathode Anode 

BAS521WT HIGH VOLTAGE SWITCHING DIODE



 

 



PACKAGE OUTLINE 

Plastic surface mounted package; 2 leads SOD-523
E

 
A

 

b
 p 

C
 

 

 
 
 
 

ALL ROUND 
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UNIT 
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